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Vehicle Rules and Regulations 
 

 
VEHICLES DISPLAYED IN DEVOS PLACE MUST ABIDE BY THE FOLLOWING RULES: 
 
Armor All, or any silicone based, or like substance, is not to be used inside the facility. Any such substances found will need to be 
removed from the facility or they may be confiscated. 
 
Painting of any kind and spray adhesives are prohibited anywhere in DeVos Place including the loading dock.  
 
All vehicles as displays in exhibit booths are required to be checked by the Fire Marshal for safety inspection. A representative of the 
exhibit booth, familiar with the vehicle must be available during the inspection. 
 
Upon settling into their assigned space, each vehicle’s battery cables must be disconnected and each end must be taped. Vehicles 
utilizing a magneto or push start must have spark plugs removed. 
 
Gas tanks may not have more than ¼ tank of fuel. All gas caps must be taped. Shrink wrap tape is approved for use to seal the gas cap. 
 
Exhibitors need to be available for their vehicle inspection, until the vehicles are approved by the Fire Marshal. 
Inspection schedules will be set by the DeVos Place event coordinator and communicated to the show head. 
 
Exhibitors must leave a 24 hour emergency contact information with the Show Office. 
 
Vehicle alarms are not to be set inside the facility. 
 
Vehicles on display in the Grand Gallery, or Grand Gallery Meeting Rooms, must place plexi-glass squares under the tires of the 
vehicles. Vehicles elsewhere in the facility may use plexi-glass squares, plastic, or carpet runners under the tires of the vehicle to 
protect the floor. 
 

A PERSON REPRESENTING THE VEHICLES MUST BE PRESENT DURING 
INSPECTION UNTIL THE VEHICLE HAS BEEN APPROVED BY THE FIRE 

MARSHAL. 
 

If a vehicle is not approved by the Fire Marshal it may also  
delay the opening of the show. 


